


Specifications Units 075M 094M

Maximum Payload kg [lb] 0.23 [0.5] 0.68 [1.5]

Maximum Payload Inertia
Nm sec2

[in-lbs sec2]
9.0 X 105

[0.0008]
6.3 X 104

[0.0056]

Maximum Torque @ 100psi/7 bar Nm [lbs-in] 0.9 [0.83] 1.9 Nm [17.3]

Maximum Rotation 180°

Pitch Diameter of Pinion mm [in] 9.5 [0.375] 12.7 [0.500]

Weight with rotational adjuster (-R option) mm [in] 0.33 [0.72] 0.54 [1.2]

Weight without rotational adjuster mm [in] 0.24 [0.52] 0.45 [1.0]

Pressure Range bar [psi] 3-7 [40-100]

Ingress Protection Class (IP) IP54

Displacement (180°) 5.1 [0.31] 9.0 [0.55]

Actuation Time (180° @ 100psi/7 bar) sec 0.38

Actuation Time (90° @ 100psi/7 bar) sec 0.29

Temperature Range °C [°F] -35°~82° [-30°~180°]

End Stop Adjustability (-R option) °C [°F] 23°

Over Travel (each end) 1°-3°

Valve required to actuate 4-way, 2-position

Specifications Units 106M 131M

Maximum Payload kg [lb] 1.8 [4] 3.5 [7.5]

Maximum Payload Inertia
Nm sec2

[in-lbs sec2]
2.3 X 103 
[0.0207]

5.5 X 103

[0.0485]

Maximum Torque @ 100psi/7 bar Nm [lbs-in] 3.8 [33.2] 7.6 [68]

Maximum Rotation 180°

Pitch Diameter of Pinion mm [in] 19.1 [0.750] 25.4 [1.000]

Weight with rotational adjuster (-R option) mm [in] 1.2 [2.7] 2.5 [5.6]

Weight without rotational adjuster mm [in] 1.1 [2.5] 2.4 [5.4]

Pressure Range bar [psi] 3-7 [40-100]

Ingress Protection Class (IP) IP54

Displacement (180°) 19.0 [1.16] 34.6 [2.11]

Actuation Time (180° @ 100psi/7 bar) sec 0.60 0.87

Actuation Time (90° @ 100psi/7 bar) sec 0.45 0.68

Temperature Range °C [°F] -35°~82° [-30°~180°]

End Stop Adjustability (-R option) °C [°F] 23°

Over Travel (each end) 1°-3°

Valve required to actuate 4-way, 2-position
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33.4
[1.313]

35
[1.37]

17.9
[.705]

47.9
[1.886]

M5 X 5 DP
AIR PORTS

UNIT SHOWN IN 0° POSITION
   ROTATED FULLY  CW

"A"

"A"

54 –0.5
[2.13 –0.02]

54.0 [2.125]

23.8
[.938]

47.6
[1.875]

3+.03-.0
KEYWAY

28.6
[1.125]

47.6 [1.875]
Ø3.3 THRU TOP FLANGE

M4 THRU TOP FLANGE

2    TO BASE
[.08]  OF KEY

68
[2.69]

1  TO 3°
OVERTRAVEL
BOTH ENDS

.311 - .002
+.000

Ø 7.9+.0-.05

64
[2.51]

2X 6
[.25]

2X 18
[.72]

2X 6.2
[.25]

VIEW "A-A"
38.10

[1.5000]
DOWELS

38.1
[1.500]

Ø M5 H7 X 5 DP M5 X 5 DP

47.6
[1.875]

47.6
[1.875]

19.1
[.750]

M4 THRU BOTTOM FLANGE

Ø 3.3 THRU BOTTOM FLANGE

104
[4.08]
Max

-R ROTATIONAL ADJUSTMENT OPTIO N
               SHOWN ABOVE
ALLOWS UP TO  23 ADJUSTMENT
                  EACH SIDE

25
[1.00]

"X"

"C"

"T"

W,J

"M",x

"Y"

"Z"
"M",y

"Z"

 DRG-075M Loading information Static
 Maximum Tensile T 44 N [10 lbs]

 Maximum Compressive C 89 N [20 lbs]

 Maximum Moment Mx 2.3 Nm [20 in-lbs]

 Maximum Moment My 2.3 Nm [20 in-lbs]
 Maximum Payload W 0.23 kg [0.5 lbs] 

 Maximum Inertia J 9.0 X 10-5 N-m-sec2 
[.0008 in-lbs-sec2]

Note: Higher payloads and inertia possible with external shocks and stops.

Seal Repair Kits Order #
Buna-N Seal Repair Kit SLKT-210

Buna-N Rotational Adjustment Seal Kit SLKT-212

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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"X"

"C"

"T"

W,J

"M",x

"Y"

"Z"
"M",y

"Z"

 DRG-094M Loading Information Static
 Maximum Tensile T 67 N [15 lbs]

 Maximum Compressive C 133 N [30 lbs]

 Maximum Moment Mx 5.6 Nm [50 in-lbs]

 Maximum Moment My 5.6 Nm [50 in-lbs]
 Maximum Payload W 0.68 kg [1.5 lbs]

 Maximum Inertia J 6.3 X 10-4 N-m-sec2 

[0.0056 in-lbs-sec2]

Note: Higher payloads and inertia possible with external shocks and stops.

38.9
[1.531]

21.4
[.844]

62.7
[2.468] M5 X 6 DP

AIR PORTS

44
[1.72]

UNIT SHOWN IN 0° POSITION
   ROTATED FULLY CW

"A"

"A"

70.6 [2.781]

23.8

47.6

34.9
[1.375]

60.3 [2.375]
5.1 THRU TOP FLANGE

M5 THRU TOP FLANGE

85
[3.38]

3   TO BASE
[.11]  OF KEY

3+.03-.0
KEYWAY

1  TO 3°
OVERTRAVEL
BOTH ENDS

2X 7
[.28]

2X 21
[.81]

2X 10
[.41]

Ø .374 - .002
+.000

Ø 9.50+.0/-.05

76
[3.02]

VIEW "A-A"38.10
[1.5000]
DOWELS

38.1
[1.500]

Ø M5 H7 X 8 DP
M5 X 8 DP

60.3
[2.375]

61.1
[2.406]

38.1
[1.500] M5 THRU BOTTOM FLANGE

Ø 5.1 THRU BOTTOM FLANGE

19.1
[.750]

5.22
[135]
Max

-R ROTATIONAL ADJUSTMENT OPTIO N
               SHOWN ABOVE
  ALLOWS UP TO  23 ADJUSTMENT
                  EACH SIDE

71 –0.5

39
[1.13]

[1.203]

[2.406]

[2.78 –0.02]

Seal Repair Kits Order #
Buna-N Seal Repair Kit SLKT-216

Buna-N Rotational Adjustment Seal Kit SLKT-218

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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49.2
[1.938]26.2

[1.031]

93.7
[3.690] M5 X 6 DP

AIR PORTS

55.6
[2.19]

UNIT SHOWN IN 0° POSITION
  ROTATED FULLY  CW

"A"

"A"

100.0 [3.938]

41.3
[1.625]

82.6
[3.250]

50.8
[2.000]

82.6 [3.250] Ø 6.0 THRU TOP FLANGE

M5 THRU TOP FLANGE

102
[4.54] TO BASE

OF KEY

[3+.03-.0]
KEYWAY

1  TO 3°
OVERTRAVEL
BOTH ENDS

2X 8
.31

2X 29
[1.13]

2X 19
.75

Ø .499 - .002
+.000

Ø 12.7+.0/-.05

102
[4.01]

VIEW "A-A"38.10
[1.5000]
DOWELS

38.1
[1.500]

Ø M5 H7 X 5 DP

M5 X 7 DP

60.3
[1.500]

76.2
[3.000]

38.1
[2.500]

M10 THRU BOTTOM FLANGE

5.5 THRU BOTTOM FLANGE

19.1
[.750]

76.20
[3.0000]
DOWELS

M8 H7 THRU BOTTOM FLANGE

177
[6.97]
Max

-R ROTATIONAL ADJUSTMENT OPTIO N
               SHOWN ABOVE
ALLOWS UP TO  23 ADJUSTMENT
                    EACH SIDE

100 –0.5
[3.94 –0.02]

44
[1.75]

4
[0.17]

"X"

"C"

"T"

W,J

"M",x

"Y"

"Z"
"M",y

"Z"

 DRG-106M Loading Information Static
 Maximum Tensile T 111 N [25 lbs]

 Maximum Compressive C 222 N [50 lbs]

 Maximum Moment Mx 8.5 Nm [75 in-lbs]

 Maximum Moment My 8.5 Nm [75 in-lbs]
 Maximum Payload W 1.8 kg [4 lbs]

 Maximum Inertia J 2.3 X 10-3 N-m-sec2 
[0.0207 in-lbs-sec2]

Note: Higher payloads and inertia possible with external shocks and stops.

Seal Repair Kits Order #
Buna-N Seal Repair Kit SLKT-222

Buna-N Rotational Adjustment Seal Kit SLKT-224

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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2.450
[62.2]33.7

[1.325]

120.7 [4.750]

G1/8 X 8 DP
AIR PORTS

2.71
[68.8]

UNIT SHOWN IN 0°  POSITION
   ROTATED FULLY  CW

"A"

"A"

133.4 [5.250]

41.3
[2.250]

82.6
[4.500]

50.8
[2.250]

114.3 [4.500] 9.9 THRU TOP FLANGE

M10 THRU TOP FLANGE

153
[6.02]5   TO BASE

[.18]  OF KEY

3+.03-.0
KEYWAY

1  TO 3°
OVERTRAVEL
BOTH ENDS

2X 7
[.38]

2X 37
[1.44]

2X 21
[.81]

Ø .593 - .002
+.000

Ø 15.1+.0/-.05

128
[5.02]

54
[2.13]

VIEW "A-A"
1.5000
[38.10]

DOWELS

38.1
[1.500]

Ø M5 H7 X 5 DP

M5 X 7 DP

114.3
[4.500]

114.3
[4.500]

76.2
[3.000]

M10 THRU BOTTOM FLANGE

Ø 9.9 THRU BOTTOM FLANGE

19.1
[.750]

Ø M8 H7 X 10 DP

3.0000
[76.20]

DOWELS

38.1
[1.500]

76.2
[3.000]

4X M10 X 16 DP

224
[8.81]
Max

-R ROTATIONAL ADJUSTMENT OPTION
               SHOWN ABOVE
ALLOWS UP T0 23 ADJUSTMENT  
                   EACH SIDE

133 –0.5
[5.25 –0.02]

"X"

"C"

"T"

W,J

"M",x

"Y"

"Z"
"M",y

"Z"

DRG-131M Static
 Maximum Tensile T 222 N [50 lbs]

 Maximum Compressive C 445 N [100 lbs]

 Maximum Moment Mx 11.3 Nm [100 in-lbs]

 Maximum Moment My 11.3 Nm [100 in-lbs]
 Maximum Payload W 3.4 kg [7.5 lbs]

 Maximum Inertia J 5.5 X 10-3 N-m-sec2 

[0.0485 in-lbs-sec2]

Note: Higher payloads and inertia possible with external shocks and stops.

Seal Repair Kits Order #
Buna-N Seal Repair Kit SLKT-228

Buna-N Rotational Adjustment Seal Kit SLKT-230

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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